Traffic Pattern American Champion Super Decathlon 8KCAB

Cruise
«POWER REDUCED»

Beginn Downwind «SPEED 100» Cruise Check
1) Altimeter ... SET

Check for Approach Abeam Threshold 2) Cruise Power ... SET
X 1) Altimeter ... SET - Throttle ... 18' MAP 3) Mixture ... SET
2) Landing Light ... AS REQUIRED - Speed ... 100 mph 4) Engine Instruments ... CHECK

3) Fuel Quantity ... CHECKED 5) Fuel ... CHECK
4) Mixture ... RICH

Base
- Throttle ... 12' MAP
- Speed ... max 90 mph

Final
- Throttle ... 10' MAP
- Speed ... max 90 mph

Level-Off S — -
Climb Check ™ 100ft A <ON / BELOW / ABOVE GLIDE»

1) Throttle .. 25' MAP

2) Propeller ... 2500 RPM
X 3) Landing Light ... AS REQUIRED Line-Up «LEFT/RIGHT APROACH Short Final
SECTOR FREE»

Line Up Check «RUNWAY FREE» Final Check
;; '\LI\\ll)iLOdaCtheEtg[(m FREE 1) Propeller ... max RPM SET
Cleanup Altitude 3) Rundway Heading ... IDENTIFY «READY?» g; Brakes - RELEASE
- Climb Power ... SET 4) Cabin Door ... CLOSED «TO POWER SET»
«CLIMB POWER SET» 5) Window ... CLOSED «ENGINE INSTRUMENTS
6) Landing Light ... ON GREEN RANGE»
7) Strobe / Nav Light ... AS REQUIRED
8) Transponder ... CHECK ALT Remarks
9) Time ... NOTED * All Speeds apply to MTOM
Take-Off * No responsibility is taken for the correctness of this information.
) Thrqttle  FULL FORWARD ;—ir:glgrl]l)lgggrztlilg:t Manual is reference for flight planning and
= Erglhe Irsitueris .. RS * Checklist Reference: V4.1 27.01.2020
X to be omitted when remaining in traffic pattern
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