Traffic Pattern Diamond DA40NG

Beginn Downwind «POWER REDUCED» Periodically during Cruise

- Power ... 45% «SPEED 100» - Cruise Power ... 75%
- Fuel Transfer ... AS REQUIRED

Descent / Approach Check )
X 1) Landing Data ... RECEIVED (Max fuel unbalance -> 9USG)
X 2) Altimeters (2) ... SET
X 3) COM/ NAV / FMS ... SET f\l'__’lga': ThT’/%sm'd
X 4) Seatbelts ... FASTENED ) POVF\’/er--- jiete
X 5) Adjustable backrests ... UPRIGHT ° «SPEED BELOW 110»

6) Fuel Transfer ... AS REQUIRED ] «FLAPS SET TO T/O»

7) Parking Break ... CHECK RELEASED ' P W

8) Fuel Pumps ... ON S Y .
e < = - «STARTING
9) Landing Light ... ON - % o

Point of Final Descent
- Start Descent
- Flaps ... LDG
- Power ... 25%

Level-Off : / | <SPEED BELOW 95>

«FLAPS SET TO LDG»

Climb to Cruise Check : N
1) Flaps .. CHECKED UP h N «ROTATE» «SPEED RISING 40»
X 2) Fuel Pumps ... OFF N ,

3) Climb P SET N\ 072/( -~ .'
x4)) Le:rr?dingol\filsrr\t".... OFF* ' 00ft _ Vr 67 KIAS A9 <ON | BELOW / ABOVE GLIDE»

«POSITIVE RATE»

«LEFT/RIGHT APROACH Short Final

CILT::: PR «400 FEET, FLAPS UP» || Line-Up SECTOR FREE :Ep?p?riéér? e
- Climb Power ... 92% - Approach Sector ... FREE <RUNWAY FREE> - Rundway ... IDENTIFIED

«CLIMB POWER SET» - Runway ... IDENTIFIED - Clearance ... RECEIVED
- Tranponder ... ALT
- Pitot Heat ... AS REQUIRED
- Landing Light ... ON
- Time ... NOTED

Remarks
READY?
« ? * All Speeds apply to MTOM

* No responsibility is taken for the correctness of this information.
The Airplane Flight Manual is reference for flight planning and
airplane operation

«TO POWER SET» * Checklist Reference: Edition 1.2NXi, 10.11.2020

«ENGINE INSTRUMENTS *1) Landing Light remains ON according to FSA procedure

GREEN RANGE» X to be omitted when remaining in traffic pattern

Take-Off
- Available Power ... CHECKED
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